Primme Manual Flushometers

Primme is a new alternative to KOHLER manual flushometers for price-sensitive projects. Its brass body and reliable piston technology will give you the performance and durability you need in your projects. KOHLER manual flushometers are easy to install, suitable for retrofit and can help conserve water.

Engineered for optimal performance with KOHLER toilets and urinals

Durable cast-brass construction

Includes vacuum breaker and control stop

Reliable piston valve technology with self-cleaning and anti-clogging features

Nonhold-open handle

Chloramine-resistant materials eliminate the need for frequent maintenance or repairs

<table>
<thead>
<tr>
<th>SKU</th>
<th>Description</th>
<th>Gallons Per Flush</th>
</tr>
</thead>
<tbody>
<tr>
<td>K-76317-CP</td>
<td>Primme Manual Urinal Flushometer</td>
<td>0.125</td>
</tr>
<tr>
<td>K-76318-CP</td>
<td>Primme Manual Urinal Flushometer</td>
<td>0.5</td>
</tr>
<tr>
<td>K-76319-CP</td>
<td>Primme Manual Urinal Flushometer</td>
<td>1.0</td>
</tr>
<tr>
<td>K-76321-CP</td>
<td>Primme Manual Toilet Flushometer</td>
<td>1.28</td>
</tr>
<tr>
<td>K-76322-CP</td>
<td>Primme Manual Toilet Flushometer</td>
<td>1.6</td>
</tr>
</tbody>
</table>

Finish Options:

- Polished Chrome (CP)

Codes/Standards:

- ASME A112.19.2/CSA B45.1
- ICC/ANSI A117.1
- ASSE 1037

WaterSense-labeled urinals use at least 50% less water than standard 1.0-gallon urinals while still meeting strict flushing performance guidelines.

WaterSense-labeled toilets use at least 20% less water than standard 1.6-gallon toilets while still meeting strict flushing performance guidelines.

Products labeled ADA or ADA-compliant will comply with the Americans with Disabilities Act, when installed per the requirements of the 2010 ADA Standards for Accessible Design, Section 605 (Urinals), of the Act.